15" MAST ARM
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LIFT PLATE
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3 BOLT CLAMPS A_‘Y‘

FORGED ANGLE THIMBLEYE

%" 7 STRAND ZINC COATED
STEEL GUY WIRE

WOOD POLE, SIZE AS NOTED

400W HPS LUMINAIRE CLEVIS

/

LIFT PLATE

3 BOLT CLAMPS —Y‘

3%’ 7 STRAND ZINC COATED
STEEL GUY WIRE

[+ WOOD POLE 60’

SPECIFIED MOUNTING HEIGHT

3 BOLT CLAMPS

6 BARE COPPER—/

] COUNTY | J A [SHEET

335 | 1i9R-2 LAKE 439 | 246

STA, -moeoe- TO STA.  ----oo=-

FED. ROMD DIST. N0, [ILLINOISFED, AID PROJECT
60B0!

FORGED ANGLE THIMBLEYE

TOP OF EXISTING ROADWAY

107% OF THE LENGTH
OR 10 MINIMUM

 — GROUND WIRE
1 MAX.
3 BOLT CLAMPS /
*6 BARE COPPER
¥ GROUND. WIRE
1 MAx, TOP OF EXISTING ROADWAY

ANCHOR (JOSLYN) EXOTHERMIC WELDING

10% OF THE LENGTH _—

OR 10 MINIMUM 4 X 10° GROUND ROD

/ 4 MIN. BACKFILL FINE WET
ANCHOR (JOSLYN) EXOTHERMIC WELDING LIMESTONE SCREENINGS

¥4 X 10* GROUND ROD
4" MIN. BACKFILL FINE WET
LIMESTONE SCREENINGS
COMPACTED AND THOROUGHLY
TAMPED 1'-0" INTERVALS, AS
6" COARSE GRAVEL APPROVED BY THE ENGINEER
SETTLING PAD

TEMPORARY LIGHT POLE DETAIL
NOT TO SCALE

SERVICE ENTRANCE HEAD

MODIFY POLE
PHASE CONDUCTORS

GROUND CONDUCTOR

-\

TEMPORARY POWER FEED

mr=wv~wm EJM ENGINEERING, INC. TO EXISTING ALUMINUM POLE
- }3} FiVi'R 411 South Wells Street Suite 300 NOT TO SCALE
WenlmbldbB  Chicago, lllinois 60607

SERVICE ENTRANCE HEAD

SECURE MESSENGER TO POLE

6" COARSE GRAVEL
SETTLING PAD

TEMPORARY WOOD POLE DETAIL
NOT TO SCALE

HEAVY DUTY INSULATED PULLEY
CLEVIS (SEE NOTE 2}

WOOD POLE

/

CAP TO ACCEPT

3-1/C %10 TO
MESSENGER TIED TO CABLE WITH LUMINAIRE
FACTORY FORMED CABLE TIE
GROUND CLAMP Q
AN X o
S
N

NOTES: %6 BARE COPPER——/

1. COST OF SERVICE ENTRANCE HEAD, GROUND WIRE

PHASE CONDUCTORS

COMPACTED AND THOROUGHLY
TAMPED 1'-0'* INTERVALS, AS
APPROVED BY THE ENGINEER

SHEET EL-12 OF 13

MODIFICATION OF POLE CAP AND
CONNECTION ARE INCLUDED IN i e 1 LONS
"MAINTAIN EXISTING LIGHTING i
R WATERPROOF SPLICE —~ i WATERPROOF FUSEHOLDER
2. WITH THE APPROVAL OF THE ENGINEER AND FUSES
" A SECONDARY CABLE SPREADER SECURED TEMPORARY LIGHT POLE
TO THE POLE MAY BE USED IN CONJUNCTION
WITH THE QUADRUPLEX IN LIEU OF THE CABLE ATTACHMENT DETAIL
HEAVY DUTY INSULATED PULLEY CLEVIS. NOT T0 SCALE

ILLINOIS DEPARTMENT OF TRANSPORTATION
ILLINOIS RTE 60 OVER I-94

TEMPORARY INSTALLATION DETAILS
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